


 
Data Output 
Operation 
 
The communications port provides for a 2 way data link. An intelligent host e.g. Personal Computer or PLC is able to acquire the 
system data and read or modify the user configurable parameters, using any of the following:- 
 
RS232 - for a one to one communication (as in the case of a printer, PC or PLC). 
RS485 - for the connection of up to 32, units on a single RS485 line. 
 
Data Retention & Protection 
Retention:     10 years for set values, minimum of 100,000 write cycles, but typically 1,000,000 
 
Protection of data and function(s):  Watchdog timer giving repeat auto resets. 
      Impending power fail detection and shutdown. Low power detection and hold off. 
 
Protection     To IP65 
       
 
Physical 
Case dimensions    160 x 80 x 55mm 
Case materials     Light grey ABS with IP65 cable glands    
Terminals      2.5mm, saddle field terminals 
Accessibility     All electronics accessible by removing lid 
Power Supply     9v dc nominal 
  
CE & Environmental Approvals 
Storage temperature  
Operating temperature  
Protection 
Safety/Low Voltage Directive  
EMC Directive 
Emissions 
 
 
EMC Immunity  
 
 
RF Conformity 

-50 to +95ºC (excluding batteries) 
-20 to +65ºC (excluding batteries) 
IP65/NEMA 4 
73/23/EEC amended by 93/68/EEC To IEC 1010-1:1990, EN 61010 – 1 – 1993 
89/336/EEC 
EN 50 081 - 1 : 1992 (Light Industrial) 
EN 50 081 - 2  : 1992 (Heavy Industrial) 
pr EN 50 093 : 1991 
EN 50 082 - 1 : 1992 (Light Industrial) 
EN 50 082 - 2  : 1992 (Heavy Industrial) 
 
ETSI  EN 300 220 
FCC  47 Part 15.249 and 15.247     

Options 
Output for remote contact and control 
Input for contact state transmission and print operation 
An external antenna can be used to further extend range   
Future Options  (Please enquire) 
433MHz for greater range  
Modbus, MANTRABUS, ASCII communications protocols  
Support Modules  
TDM    Hand Held Radio Data Display & Controller Unit  
TSC  Strain Bridge to Radio Telemetry Module  
TSD  Strain Bridge to Radio Telemetry & Display Module 
TLC1  Single Load Cell to Telemetry Unit  
TLC4  Four Load Cell to Telemetry Unit 
VisualLink PC SCADA application 
TCM Dimensions 

 
 

In the interests of continued product development, Mantracourt Electronics Limited reserves the right to alter product specifications without 

prior notice. A 
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